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Construction
Handling

The buyer is responsible for off-loading.

Small orders are usually packed in easily handled bundles
and boxes and can be off-loaded by hand.

Larger orders are usually palletised and lifting equipment
should be provided. Cafe should be taken to avoid damage
during handling.

By arrangement, a Finvector order can be shipped to site in
two separate consignments — First and Second Fix. The
first fix consignment will include all brackets, anti-streak
sealing strips, elements, fin and pipe supports, screws etc.
The second fix consignment will be the balance —end caps,
make-up plates, frontplates etc.

Note:

On receipt of a consignment of Finvector, refer to the
packing list supplied with the consignment note and check
off the quantities of bundles and boxes. All boxes of
miscellaneous components are numbered. Layout
drawings, material lists and Sitework Instructions are
attached to box No. 1.

Storage

Finvector components should be stored in dry, clean
conditions.

Protective packing should not be removed until the
components are required for installation, unless damage in
transit'is suspected. (Note: the buyer must examine the
goods promptly upon arrival and is not entitled to make any
claim against the Company in respect of damaged goods
unless, at the time of delivery, the delivery note is endorsed
by the buyer and countersigned by the carrier with a note
detailing the damage.)

Preparation

A sound vertical flat surface is necessary for installation. If
the surface is uneven, it will be necessary to pack-out to
ensure brackets and anti-streak sealing strips can be
installed and fixed in true alignment. If battens are used and
backplates not supplied, it will be necessary to pack
between battens to ensure air cannot by-pass heating
elements and dampers, when supplied. 25mm No.8 round
head wood screws or equal are provided for fixing the anti-
streak sealing strips, brackets, end caps, grille end cover
plates, lower plates and backplates when supplied. Where
necessary, plugs for screws or other suitable fixings must
be provided by others.

Layout drawings

Every large Finvector order is supplied with Dunham-Bush
layout drawings, which show the location of all runs of
Finvector and the positions of the main components in
relation to the building features. A material list details all the
equipment supplied and is tabulated so that all the
components for each run can be extracted from the
material supplied.

Installation details

Style TA

A clearance of a least 50mm must be allowed between the
bottom of the Finvector casing and the finished floor level
including carpets etc., as shown below.

Style TAl

The casing may be fitted to the finished floor level, as shown
below, although working to a top datum line (step 1) and
packing to suit any variation in floor level, may preduce a
better installation.
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Fixing centres

Vertical fixing centres are shown on the section drawings,
page 23. Also refer to Fig. 1. Horizontal fixing centres vary
according to the distance between modules and
components supplied. All dimensions in this booklet are in
millimetres unless otherwise stated.

Suggested Installation Sequence

Datum line

Anti-streak sealing strip

Backplate

End Caps and lower plates

Grille end cover plates and end plates

Brackets at make-up plate positions

Corners

Additional support brackets

Heating elements

Expansion joints and expansion joint pipe guides
Dampers

Grilles

Captive nuts

Additional support bracket fronts

Insulation box

Grille cover plates

Make-up plates, end cap frontplates, end plates and
corner pieces

Frontplates

Commissioning
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